/— CURB

V4

CONTINENTAL
STYLE

MAX. 27 GAP BETWEEN
EDGE OF DETECTABLE
WARNING AND FACE OF

CURB (TYP.)

° °
° °

DN 1" TYPICAL AT EDGE

—=— TRAFFIC FLOW
NOTES:

1. MATERIAL SHALL BE THERMOPLASTIC,
HOT APPLIED OR HEAT FUSED

PREFORMED (90 MIL. MIN.), UNLESS
OTHERWISE APPROVED BY THE ENGINEER.

2. DISTANCE BETWEEN DETECTABLE
WARNINGS IN MEDIAN SHALL BE 2’

VERTICAL CURB
TYPICAL

°
o0

TRAFFIC FLOW —®=—

1" TYPICAL

CURB

MINIMUM.
R 3. IF THERE IS NO CURB AND GUTTER
. CONTACT TRAFFIC ENGINEER FOR

LAYOUT AT EDGE OF ROAD.

\

TYPE 2WW RAISED
PAVEMENT MARKER
(TYPICAL) UNLESS
OTHERWISE NOTED,
SEE DWG. CH—120-1.

NOTE:
17 WIDE IF FOGLINE TO FACE OF
CURB DIMENSION IS < 4.

2" WIDE IF FOGLINE TO FACE OF
CURB DIMENSION = 4.

CROSSWALK MARKINGS AT MEDIAN

DRAWING NUMBER || CW=110-1
SCALE NONE
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